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Idany studies on premixed-prevaporized combustion have been 
made in an attempt to understand better this type of process 
and its potential for applications to future aircraft gas 
turbines. The lean premixing-prevaporizing technique has 
exhibited low emissions in flame-tube studies. For this 
reason, design information and specific studies of various 
aspects of lean, premixed, prevaporized combustion are being 
conducted in a flame-tube experiment to evaluate their 
applicability to aircraft engines. 
The test objective is composed of two parts. The first part 
involves the study of the effects of fuel-air preparation 
characteristics on combustor performance and emissions at. 
temperature and pressure ranges representative of actual gas 
turbine combustors. The second part will investigate the 
effect of flameholding devices on the vaporization process and 
NOx formation. Flameholder blockage and geometry are some of 
the elements that affect the recirculation zone characteristics 
and subsequently alter combustion stability, emissions and per- 
f ormance. 
A water cooled combustor is used as the test rig. Pre- 
heated air and Jet A fuel are mixed at the entrance of the 
apparatus. The fuel is injected in two zones. A fully 
vaporized fuel injector is positioned on the centerline of the 
test section and a second non-vaporized injector is placed 10 
inches from the first one. A vaporization probe is used to 
determine percentage of vaporization and a gas sample probe to 
determine concentration of emissions in the exhaust gases. The 
experimental design will be presented and experimental expected 
results will be discussed. 
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